
Discover the Future of Outdoor Entertainment with Aquiom
Anti Reflective Optically Bonded Super Bright 

Videotree is thrilled to unveil our latest masterpiece – the ultra-premium AQUIOM outdoor TV. Each AQUIOM model 
is meticulously crafted, boasting an industrially robust UHD, Hi TNI panel, fortified by marine grade connections. As a 
standard feature, our televisions come equipped with optical bonding and are optimized with true HDR technology, 
ensuring an unparalleled viewing experience that remains unrivalled, be it in rain or sunshine. Videotree takes pride 

in setting new standards for opulence and functionality in outdoor television technology.

AQU IOM
Luxury Outdoor Televisions

PRODUCT SPECIFICATION

 V I D E O T R E E



Tech Specs
General Information

Model: AQ55, AQ75, AQ86, AQ100

Manufactured in: United Kingdom (UK)

Design: Designed and built in-house, featuring a sleek    

all-glass frameless design.

IP Rating: IP66 (Water and Dust Resistant)

Temperature range: -20°C to 60°C

Display

Screen Type: Anti-Reflective Optically Bonded Screen

Contrast Ratio: 5000:1

Brightness: 55" 1500 NIT. 75", 86", 100" 2000 NIT

Display Colour: 10 - bit, 1.07 billion colours

Resolution: 4K Ultra High Definition (UHD)

HDR Support: HDR 10

Viewing Angles: R/L 178 (Typ.), U/D 178

Screen Sizes Available

Range: 55", 75", 86", 100"  (43" coming soon)

Screen Dimensions

55": W-1315.20, H-822.52, D-72, 40KG

75": W-1748, H-1071, D-65, 74KG

86": W-1999, H-1210, D-65, 90KG

100": W-2264.85, H-1348, D-72.73, 135KG

Audio

Built-in Audio: 30 Watt Digital Amplifier

Speaker Options: Can directly drive high-quality 
outdoor speakers or use optional internal ones.

Audio Compatibility: Supports various audio delivery 
methods, including licensed Dolby via Fibre or 
Analogue.

Control and Compatibility

Control Interfaces: IR IN/OUT & RS232

System Compatibility: Works seamlessly with home 
automation systems.

Warranty: 1-Year Warranty

Special Features

Optical Bonded Glass: Experience unmatched clarity, 
durability, and energy efficiency with optical bonding  
for brighter, tougher, and sharper screens that stand 
the test of time. Thanks to its optical bonding, the 
screen expertly dissipates heat, deflecting incoming 
sun rays while blocking heat ingress, making it the 
most anti-reflective display available.
Jet-Washable: Designed to withstand tough outdoor 
conditions, including being jet-washable.
Clean Room Built: Ensures high-quality construction.
Simple Installation: Easy to set up and install, comes 
with flat wall mount. VESA compatible. 

Applications

Perfect for outdoor areas including patios, decks, 
gardens, and yachts.

Additional Information

Proudly designed and built in the UK with a strong 
track record in outdoor television manufacturing.

Industrial high brightness screen ensures clear visuals 
even on sunny days. Utilising a Hi TNI panel,* our 
industrial high brightness screen ensures clear visuals 
and optimum clarity, while also preventing blackening 
effects & maintaining consistent display performance.
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* 75”, 86”, 100’’ Models.
** Direct sunlight model available.
*** Videotree reserves to the right to change dimensions    
& measurements at their discretion without notice. 


